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Cart 
Model Detector Cart 
Moving operating force ≤ 45N 
Slope (≤7 °)thrust ≤180N (full load), ≤80N (no load) 
Pass 1cm height threshold ≤150N (full load), ≤80N (no load) 
Top of detector to ground 51inches - 78inches 
Cross arm telescoping 200mm±10mm 
Detector bracket flips upwards 90 °(detector needs to be in landscape position) 
Detector bracket counterclockwise 90 °rotation (facing the detector) 
What detector can be used with Shall be Used With DRX-LC Detector Only 
Weight 134 kg 
Material composition Stainless steel, aluminum alloy, ABS, cold rolled steel plate 
Biocompatibility ISO10993 

 
DIMENSIONS ARE IN MM 
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Stand 
Model Detector Stand 
Z-axis handle unlocking force ≤ 60N 
Slope (≤7 °)thrust ≤160N (full load) 
Pass 1cm height threshold ≤90N (full load) 
Top of detector to patient standing 
plate: (Min range, portrait) 

1300mm-2000mm 

2000mmDetector bracket 
counterclockwise 

 90 °rotation (facing the detector) 

What detector can be used with Shall be Used With DRX-LC Detector Only 
Weight 134 kg 
Material composition Stainless steel, aluminum alloy, cold rolled steel plate 
Biocompatibility ISO10993 

 
DIMENSIONS ARE IN MM 
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Weight Bearing Cap 
Model Detector Weight Bearing Cap 
What detector can be used with Shall be Used With DRX-LC Detector Only 
ATTENUATION EQUIVALENT of 
items in the X-RAY BEAM 

≤1.0 mm AL 

Safe working load(Evenly distributed) 230kg 
Distance from upper surface to 
Detector 

20mm±2mm(under the thickness of DRX-LC Detector) 

Size 1350mm x 567mm x 65mm 
Weight 16 kg 
Material composition Plexiglas, EVA,ABS 
Biocompatibility ISO10993 
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Grid 
Model KRAY 81P 
Dimension 50.079 x 19.173 x 0.25in 

(1272.00 x 487.00 x 6.35mm). 
Product Weight 26lbs.  
Weight Capacity 400 lbs. 
Grid Ratio 8:1 
Grid Frequency 40lp/cm 
Focal Distance Parallel 
Encasement Material Polycarbonate 
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Wedge Filter 
Model M8FS 
Production Dimensions (general 
tolerance±0.5mm) 

ITEM 1: 151.4 x 151.4 x 1.2 (metal plate)mm 
ITEM 2: 107.9 x 25.1 x 12.8mm 
ITEM 3: 101.3 x 88.9 x 14.2mm 
ITEM 4:  106.4 x 71.1 x 14.2mm 

Production Weight 1.58kg 
Shipping Dimension 406.4 x 355.6 x 254.0mm 
Shipping weight 1.81kg 
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Supported Wireless Dongles 1 
Model TL-WDN7200H 
Description AC1900 双频高增益无线 USB 网卡 
Size 100.5x36.6x14.3 mm 
Frequency 

 
2.4GHz(600Mbps) 
5GHz(1300Mbps) 

 
 
Supported Wireless Dongles 2 
Model Archer T9UH (US) Ver: 2.0 
Description AC1900 High Gain Wireless Dual Band USB Adapter 
Size 100.5x36.6x14.3 mm 
Frequency 

 
2.4GHz(600Mbps) 
5GHz(1300Mbps) 
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Supported Wireless Dongles 3 
Model Archer T9UH (EU) Ver: 2.0 
Description AC1900 High Gain Wireless Dual Band USB Adapter 
Size 100.5x36.6x14.3 mm 
Frequency 

 
2.4GHz(600Mbps) 
5GHz(1300Mbps) 

 
 
Supported Wireless Dongles 4 
Model Archer T4U (US) Ver: 5.0 
Description AC1300 High Gain Wireless Dual Band USB Adapter 
Size 92.47x31.55x13.9mm 
Frequency 

 
2.4GHz(400Mbps) 
5GHz(867Mbps) 
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Supported Wireless Dongles 5 
Model Archer T4U (EU) Ver: 5.0 
Description AC1300 High Gain Wireless Dual Band USB Adapter 
Size 92.47x31.55x13.9mm 
Frequency 

 
2.4GHz(400Mbps) 
5GHz(867Mbps) 

 
 
Supported Wireless Dongles 6 
Model A7000 
Description NETGEAR WiFi USB Adapter 
Size 119.9x46x22 mm 
Frequency 

 
2.4GHz(600Mbps) 
5GHz(1300Mbps) 
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Carestream Health, Inc., is a Distributor for the DRX-LC Detector and its accessories 
150 Verona Street 
Rochester, NY, USA 14608 
 
© Carestream Health, Inc., 2025 
Made in USA. 

 


